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Technical Data Sheet

Opera�ng System

Windows XP and Windows Vista compa�ble

Installa�on Notes
To start the installa�on procedure run the  “Setup_Verto3k.exe”.  program. 
 “Verto3k.exe” will be stored in the “Program” folder, along with the “.dll” files.
In the Start Menu,  you can find the  “Verto3k.exe”  link  inside the IGM group.

USB Hardware Key Opera�ng Instruc�ons
The so�ware is protected from illegal use. It needs its own hardware key to be connected to the 
system via USB port. Appropriate drivers, placed in the "Driver_Key" folder, must be installed to 
make the system detec�ng the USB Hardware Key. Put the hardware key into a USB port; the 
system will automa�cally detect it and you will be asked to select the posi�on of the drivers to be 
installed. 

So�ware performance
Verto3k allows, together with the grid of the interested zone (sold separately), to carry out 
coordinate conversion of both planimetric and al�metric coordinates between Geode�c Reference 
Systems Roma 40, ED50, ETRF89 and ETRF 2000. It allows also to transform ellipsoid eleva�ons of 
ETRF systems into sea level eleva�ons of  na�onal reference systems. 
Verto3k also allows determina�on of geometric rela�onships between the two different reference 
systems in both spa�al and plane rototransla�on parameters form.  Features are also available 
allowing applica�on of the above parameters.
Both keyboard input, which provides the results directly on the monitor, and file processing are 
feasible. Files can be either in text or in  MS-Excel (*.xls) format.


